
SX Series Paging Horns
SX15-T, SX15-8, SX15-45
SPECIFICATIONS:
Power Rating:  15 watt
Line Transformer: 25/70/100 volt
Transformer Taps:  15, 7.5, 3.8, 1.8 and 0.9 watts
Dimensions:  6.5" (16.5 cm) H x 8.25" (20.96 cm) W

x 10.125" (25.72 cm) D
Weight:  4.0 lbs (1.8 kg).

SX30-T, SX30-8
SPECIFICATIONS:
Power Rating:  30 watt
Line Transformer: 25/70/100 volt
Transformer Taps:  30, 15, 7.5, 3.8, 1.8 and 0.9 watts
Dimensions:  7.37" (18.73 cm) H x 10.0" (25.4 cm) W

x 11.0" (27.94 cm) D
Weight:  5.0 lbs (2.25 kg)

• Weather-resistant for both outdoor
   and indoor paging applications
• ABS with ultra-violet inhibitors and
   stainless-steel hardware
• Shatter-resistant mounting base
• Mounts to eight of the most popular

electrical boxes
• Nine position selector switch
• Operates on 25, 70 and 100 volt

speaker lines
• Available in Gray or Beige

CLARITY OMNI-LOCK SYSTEM MINIMIZES
INSTALLATION AND ADJUSTMENT TIME
• Allows the horn to be positioned at any angle
required
• Pop-on mounting of the horn to the base

Omni-Lock System
Minimizes

Installation And
Adustment Time!


